Technical information
Chemical Stability

% Polyamide Polyurethane Thermoelastic

PAG PUR TPE
Acetone +++ ++ +++
Ammonia 10 +++ ++ 4+
Aniline ++ - +++
Petrol +++ ++ )
Citric acid 10 ++ ++ 4+
Diesel oll +++ +++ -
Fuel oil +++ 0 -
Ethyl alcohol +++ ++ ++
Ethylene acetate ++ - ++
Phenol - 0 -
Formaldehyde 30 +++ 0 4+
Phosphoric acid 10 - - +++
Paraffin +++ +++ )
Glycerine +++ 0 4+
Glycol +++ +++ 4+
Calcium chloride 10 +++ +++ +++
Potassium hydroxide 10 +++ ++ 4
Chlorine - 0 -
Chloroform - - )
Linseed oil +++ ++ -
Cooking fat +++ +++ 3
Mineral oil +++ +4++ -
Milk +++ +++ -
Lactic acid 10 +++ +++ ++
Formic acid 10 - - +++
Napftalene +++ 0 -
Sodium hydroxide 50 +++ ++ 44
Sodium chloride 10 +++ +++ +++
Ozone ++ 4+ _
Nitric acid 2 - ++ +4++
Hydrochloric acid - ++ F+
Lubricating grease +++ +++ -
Sulphuric acid 2 - ++ -
Trichloroethylene ++ - -
Soap solution +++ +++ 4+
Water +++ +++ +++
Water 80°C ++ ++ +++
Acetic acid 5/10 ++ ++ +++
High +++
Limited ++
Low -

No data 0



